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SCOPE OF ACCREDITATION TO ISO/IEC 17025:2017 
 
 

INTERTEK TESTING SERVICES NA, INC. 
1809 10th Street, Suite 400 

Plano, TX 75074 
 

Authorized Representative:        Local Representative: 
Charles Parker        Julio Rodriguez, Calibrations Manager 
Phone: 972-202-8764        Phone: 972-202-8800 
Email: charles.parker@intertek.com          Email: Julio.w.rodriguez@intertek.com  
 
 

CALIBRATION 
 

Valid To:  September 30, 2027  Certificate Number:  2310.03 
 

In recognition of the successful completion of the A2LA evaluation process (including an assessment of the 
organization’s compliance with R205 – A2LA’s Calibration Program Requirements), accreditation is 
granted to this laboratory to perform the following calibrations1, 10: 

 
I. Dimensional 

 
 

Parameter/Equipment 
 

Range CMC2, 6, 9 (±) 
 

Comments 

 
Angle – Measure 

 
(0 to 180) ° 

 
47" 

 
Profile projector 

 
Angle – Measuring 
Equipment 

 
(0 to 45) ° 

 
32" 

 
Angle blocks 

 
Test Fingers 

 
Up to 6 in 

Up to 12 in 

 
(140 + 9.6L) µin 

(120 + 24L) µin 

 
Profile projector 

 
Micrometers 

 
Test Probes 

 
Up to 6 in 

Up to 12 in 

 
(140 + 9.6L) µin 

(120 + 24L) µin 

 
Profile projector 

 
Micrometers 

 
 
Feeler Gages 

 
Up to 0.05 in 

 
(120 + 24L) µin 

 
Micrometer 

 

mailto:paul.coghill@intertek.com
mailto:ble@intertek.com
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Parameter/Equipment Range CMC2, 6 (±) Comments 

Calipers Up to 12 in (290 + 1L) µin Grade 0 gage blocks 

Micrometers Up to 12 in (43 + 5.7L) µin Grade 0 gage blocks 

 
II. Dimensional Testing 1 

 
 

Parameter/Equipment 
 

Range CMC2, 6, 9 (±) 
 

Comments 

 
Linear – Measure7 – 

Length, Width, Height 

Angle 

 
 
 
Up to 6 in 
 
Up to 12 in  
(0 to 180)° 

 
 
 
(140 + 9.6L) µin 
 
(120 + 24L) µin 47" 

 

Profile projector 
 
Micrometers,  
Grade 0 gage blocks 

 
Profile projector 

 

III. Electrical – DC/Low Frequency 
 

 
Parameter/Equipment 

 
Range CMC2, 4, 5 (±) 

 
Comments 

 
DC Voltage – Generate3 

 
(0 to 333) mV 
(0.33 to 3.3) V 
(3.3 to 33) V 
(33 to 333) V 
(0.33 to 1) kV 

 
24 parts in 106 + 1.2 µV 
13 parts in 106 + 2.4 µV 
14 parts in 106 + 24 µV 
21 parts in 106 + 180 µV 
21 parts in 106 + 1.8 mV 

 
Calibrator 
 

 
DC Voltage – Measure3 

 
(0 to 100) mV 
(0.1 to 1) V 
(1 to 10) V 
(10 to 100) V 
(100 to 1000) V 
 
< 10 kV DC 
 
 
 
< 40 kV DC 

 
120 parts in 106 + 4.2 µV 
43 parts in 106 + 8.5 µV 
42 parts in 106 + 63 µV 
120 parts in 106 + 730 µV 
180 parts in 106 + 9.3 mV 

 
0.61 % + 12 V 
 
 
 
0.77 % + 53 V 

 
Digital multimeter 

 
 
 
 
  Electrical calibrator 
with high voltage probe 
(HV adapter) 

 
  Electrical calibrator 
with high voltage probe  
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Parameter/Equipment Range CMC2, 4, 5, 8 (±) Comments 

 
DC Current – Generate3 

 
 
 
 
 
 
   
 
  Clamp On 

 
(0 to 333) µA 
(0.33 to 3.3) mA 
(3.3 to 33) mA 
(33 to 330) mA 
(0.33 to 1) A 
(1 to 3) A 
(3 to 10) A 
(10 to 20) A 

 
(10 to 16.5) A 
(16.5 to 150) A 
(150 to 1025) A 

 
0.6 % + 0.03 µA 
120 parts in 106 + 0.06 µA 
120 parts in 106 + 0.31 µA 
200 parts in 106 + 3.2 µA 
240 parts in 106 + 48 µA 
440 parts in 106 + 49 µA 
0.15 % + 1.3 mA 
0.2 % + 1.4 mA 

 
0.63 % 
0.60 % 
0.57 % 

 
  Calibrator 
 
 
 
 
 
 
 
 
50 turn coil, 2/10/50 
turn coil 
 
 

DC Current3 –Measure (0 to 100) µA 
(0.1 to 1) mA 
(1 to 10) mA 
(10 to 100) mA 
(0.1 to 1) A 
(1 to 3) A 

 
(3 to 10) A 
(10 to 100) A 

0.64 % + 0.18 µA 
0.06 % + 0.19 µA 
0.06 % + 3.8 µA 
0.06 % + 6.6 µA 
0.12 % + 130 µA 
0.17 % + 700 µA 

 
0.35 % + 12 mA 
0.35 % + 12 mA 

 
  Digital multimeter 
 
 
 
 
 
Current shunt with 
digital multimeter 

Resistance – Generate3 (0 to 11) Ω 
(11 to 33) Ω 
(33 to 110) Ω 
(0.11 to 1.1) kΩ 
(1.1 to 11) kΩ 
(11 to 110) kΩ 
(0.11 to 1.1) MΩ 
(1.1 to 11) MΩ 
(11 to 110) MΩ 
(110 to 330) MΩ 

 
550 parts in 106 + 5.9 mΩ 
610 parts in 106 + 6.0 mΩ 
460 parts in 106 + 6.0 mΩ 
33 parts in 106 + 58 mΩ 
34 parts in 106 + 85 mΩ 
100 parts in 106 + 11 Ω 
37 parts in 106 + 6 Ω 
0.07 % + 5.8 kΩ 
0.11 % + 12 kΩ 
0.42 % + 140 kΩ 

Calibrator 

 



(A2LA Cert. No. 2310.03) 12/15/2025  Page 4 of 16  

Parameter/Equipment Range CMC2, 4, 5 (±) Comments 

 
Resistance – Generate3 
(cont.) 

(0 to 1) Ω 
1 Ω to 1 kΩ 
(1 to 10) kΩ 
(10 to 100) kΩ 
100 kΩ to 1 MΩ 
(1 to 100) MΩ 
100 MΩ to 0.33 GΩ 
(0.33 to 1.1) GΩ 
(1 to 10) GΩ 

 
5.8µΩ    
58 mΩ 
1.8 Ω 
58 Ω 
60 Ω 
9.6 kΩ 
160 kΩ 
1.2 % + 1.4 kΩ 
1.2 % + 11 MΩ 

Electrical calibrator 

Resistance – Measure (0 to 100) Ω 
100 Ω to 1 kΩ 
(1 to 10) kΩ 
(10 to 100) kΩ 
(0.1 to 1) MΩ 
(1 to 10) MΩ 
(10 to 100) MΩ 

 
470 parts in 106 + 1.7 mΩ 
120 parts in 106 + 2.9 mΩ 
120 parts in 106 + 24 mΩ 
160 parts in 106 + 210 mΩ 
150 parts in 106 + 2.9 Ω 
490 parts in 106 + 61 Ω 
1.2 % + 3.5 kΩ 

Digital multimeter 

 
 

Parameter/Range 
 

Frequency CMC2, 4 (±) 
 

Comments 

 
AC Voltage –Generate3 

(1 to 33) mV 

 
 
 
 

(33 to 333) mV 
 
 
 
 
 

(0.33 to 3.3) V 

 
 
(10 to 45) Hz 
45 Hz to 10 kHz 
(10 to 20) kHz 
(20 to 50) kHz 
(50 to 100) kHz 
(100 to 500) kHz 

 
(10 to 45) Hz 
45 Hz to 10 kHz 
(10 to 20) kHz 
(20 to 50) kHz 
(50 to 100) kHz 
(100 to 500) kHz 

 
(10 to 45) Hz 
45 Hz to 10 kHz 
(10 to 20) kHz 
(20 to 50) kHz 
(50 to 100) kHz 
(100 to 500) kHz 

 
 
0.097 % + 7.1 µV 
0.033 % + 7.1 µV 
0.035 % + 7.1 µV 
0.12 % + 7.1 µV 
0.41 % + 14 µV 
0.97 % + 58 µV 

 
0.04 % + 9.3 µV 
0.026 % + 9.3 µV 
0.027 % + 9.3 µV 
0.044 % + 9.3 µV 
0.095 % + 37 µV 
0.23 % + 81 µV 

 
0.035 % + 59 µV 
0.017 % + 71 µV 
0.022 % + 71 µV 
0.034 % + 71 µV 
0.08 % + 100 µV 
0.28 % + 700 µV 

 
 
Calibrator 
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Parameter/Range Frequency CMC2, 4, 5 (±) Comments 

 
AC Voltage –Generate3 
(cont) 

 
(3.3 to 33) V 

 
 
 
 

(33 to 330) V 
 
 
 
 

(0.33 to 1) kV 

 
 
 
(10 to 45) Hz 
45 Hz to 10 kHz 
(10 to 20) kHz 
(20 to 50) kHz 
(50 to 100) kHz 

 
45 Hz to 1 kHz 
(1 to 10) kHz 
(10 to 20) kHz 
(20 to 50) kHz 
(50 to 100) kHz 

 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 

 
 
 
0.035 % + 760 µV 
0.018 % + 710 µV 
0.028 % + 710 µV 
0.041 % + 710 µV 
0.11 % + 1.9 mV 

 
0.035 % + 2.6 mV 
0.043 % + 7.1 mV 
0.049 % + 7.1 mV 
0.055 % + 7.1 mV 
0.24 % + 58 mV 

 
0.18 % + 16 mV 
0.19 % + 16 mV 
0.29 % + 16 mV 

 
 
 
Calibrator 

AC Voltage3 – Measure  
 
 
(0 to 100) mV 

 
 
 

(0.1 to 1) V 
 
 
 

(1 to 10) V 
 
 
 

(10 to 100) V 
 
 
 

(100 to 750) V 
          
     < 10 kV AC 

 
 
< 40 kV AC 

 
 

 
 
 
20 Hz to 20 kHz 
(20 to 50) kHz 
(50 to 100) kHz 

 
20 Hz to 20 kHz 
(20 to 50) kHz 
(50 to 100) kHz 

 
20 Hz to 20 kHz 
(20 to 50) kHz 
(50 to 100) kHz 

 
20 Hz to 20 kHz 
(20 to 50) kHz 
(50 to 100) kHz 

 
20 Hz to 20 kHz 
 
(50 or 60) Hz 
 
 
(40 to 100) Hz 

 

 
 
 
0.21 % + 36 µV 
0.22 % + 59 µV 
0.53 % + 100 µV 

 
0.08 % + 360 µV 
0.12 % + 580 µV 
0.47 % + 940 µV 

 
0.08 % + 3.5 mV 
0.13 % + 5.8 mV 
0.48 % + 9.4 mV 

 
0.37 % + 35 mV 
0.45 % + 58 mV 
0.72 % + 110 mV 

 
0.33 % + 270 mV 
 
0.76 % + 6.2 V 
 
 
0.76 % + 12 V 

 

 
 
 
  Digital multimeter 
 
 
  
 Electrical calibrator 
with high voltage 
probe (HV adapter)  
 
 
 
 
 
 
 
 
 
 
 
Electrical 
calibrator 
 
With high voltage 
probe  
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Parameter/Range Frequency CMC2, 4 (±) Comments 

 
AC Current – Generate3  
 

(29 to 330) µA 
 
 
 
 
 
 

(0.33 to 3.3) mA 
 
 
 
 
 
 

(3.3 to 33) mA 
 
 
 
 
 
 

(33 to 330) mA 
 
 
 
 
 
 

(0.33 to 1.1) A 
 
 
 
 

(1.1 to 3) A 
 
 
 
 

(3 to 11) A 
 
 
 

(11 to 20) A 

 
 
 
(10 to 20) Hz 
(20 to 45) Hz 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 
(10 to 30) kHz 

 
(10 to 20) Hz 
(20 to 45) Hz 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 
(10 to 30) kHz 
 
(10 to 20) Hz 
(20 to 45) Hz 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 
(10 to 30) kHz 

 
(10 to 20) Hz 
(20 to 45) Hz 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 
(10 to 30) kHz 

 
(10 to 45) Hz 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 

 
(10 to 45) Hz 
45 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 100) kHz 

 
(45 to 100) Hz 
100 Hz to 1 kHz 
(1 to 5) kHz 

 
(45 to 100) Hz 
100 Hz to 1 kHz 
(1 to 5) kHz 

 
 
 
1.1 % + 0.12 µA 
1.1 % + 0.12 µA 
1.1 % + 0.12 µA 
1.6 % + 0.17 µA 
1.7 % + 0.23 µA 
2.7 % + 0.46 µA 

 
0.41 % + 0.24 µA 
0.19 % + 0.21 µA 
0.14 % + 0.21 µA 
0.24 % + 0.26 µA 
0.58 % + 0.37 µA 
1.2 % + 0.7 µA 
 
0.31 % + 2.6 µA 
0.27 % + 2.6 µA 
0.25 % + 2.6 µA 
0.27 % + 2.6 µA 
0.33 % + 3.7 µA 
0.81 % + 4.8 µA 

 
0.45 % + 24 µA 
0.24 % + 24 µA 
0.15 % + 24 µA 
0.18 % + 58 µA 
0.44 % + 120 µA 
0.51 % + 240 µA 

 
0.21 % + 120 µA 
0.06 % + 120 µA 
0.69 % + 1.2 mA 
2.9 % + 5.8 mA 

 
0.21 % + 120 µA 
0.1 % + 120 µA 
0.69 % + 1.2 mA 
2.9 % + 5.8 mA 

 
0.28 % + 2.6 mA 
0.41 % + 2.6 mA 
3.6 % + 2.6 mA 

 
0.41 % + 5.9 mA 
0.61 % + 5.9 mA 
3.6 % + 5.9 mA 

 
 
 
Calibrator 
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Parameter/Range Frequency CMC2, 4, 5, 8 (±) Comments 

 
AC Current – Generate3 
(cont) 

 
Current Clamp: 

(10 to 16.5) A 
 

 
(16.5 to 150) A 
 

 
(150 to 1025) A 

 
 
 
 
 
(45 to 65) Hz 
(65 to 440) Hz 

 
(45 to 65) Hz 
(65 to 440) Hz 

 
(45 to 65) Hz 
(65 to 440) Hz 

 
 
 
 
 
0.39 % 
0.88 % 

 
0.34 % 
0.91 % 

 
0.53 % 
1.6 % 

 
 
 
 
 
  Calibrator; 
50 turn coil, 2/10/50 
turn coil 

AC Current – Measure3 

(0 to 300) mA 
(0.3 to 3) A 
(3 to 30) A 
(10 to 100) A 

 
 

20 Hz to 2 kHz 
20 Hz to 2 kHz 
20 Hz to 2 kHz 
20 Hz to 2 kHz 

 
 

2.0 % + 460 µA 
0.12 % + 1.3 mA 
0.35 % + 130 mA 
0.35 % + 12 mA 

 
 

Digital 
multimeter 

Electrical 
calibrator; 
current shunt with  
digital multimeter 
 

 
AC/DC Hipot Leakage 
Current – Measure3 

(0 to 500) µA AC, 
(45 to 1000) Hz 

 
(0.5 to 5) mA AC, 
(45 to 1000) Hz 

 
(5 to 50) mA AC, 
(45 to 1000) Hz 

 
(50 to 400) mA AC, 
(45 to 1000) Hz 

 
(0 to 500) µA DC 

 
(0.5 to 5) mA DC 

 
(5 to 50) mA DC 

 
(50 to 400) mA DC 

1.3 % + 0.26 µA 
 

0.81 % + 0.64 µA 
 

0.74 % + 23 µA 

0.7 % + 130 µA 

0.61 % + 0.23 µA 
 
0.13 % + 0.29 µA 

 
0.12 % + 12 µA 

0.2 % + 28 µA 

 
Digital 
multimeter & 
load 
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Parameter/Range Frequency CMC2, 4, 8 (±) Comments 

 
AC Power – Generate3 

 
 

 
33 mV to 1020 V: 
(3.3 to 8.999) mA 
(9 to 32.999) mA 
(33 to 89.99) mA 
(90 to 329.99) mA 
(0.33 to 0.8999) A 
(0.9 to 2.1999) A 
(2.2 to 4.4999) A 
(4.5 to 20.5) A 

 
Worst Case 
MU Power @ 21 kW, 
1020 V, 20.5 A 
 

 
(45 to 65) Hz; (65 to 
400) Hz; (1to 5) kHz: 
PF=1 

 
(0 to 9.18) W 
(9.18 to 33.66) W 
(33.66 to 91.79) W 
(91.8 to 336.59) W 
(336.6 to 917.90) W 
(0.9 to 2.25) kW 
(2.2 to 4.6) kW 
(4.6 to 21) kW 
 
 
0.8 to 0.99 PF 

   0 to 0.8 PF 
 

 
 
 
 
 
0.16 % 
0.12 % 
0.16 % 
0.12 % 
0.15 % 
0.13 % 
0.15 % 
0.13 % 

 
 
0.24 % 

 
0.39 % 

 
Calibrator 

Phase – Generate3 (10 to 65) Hz 
(65 to 500) Hz 
500 Hz to 1 kHz 
(1 to 5) kHz 
(5 to 10) kHz 
(10 to 30) kHz 

 
0.13° 
0.30° 
0.60° 
2.9° 
5.8° 
12° 

Calibrator 

 
 

Parameter/Equipment 
 

Range CMC2, 4, 8 (±) 
 

Comments 

 
DC Power – Generate3 

33 mV to 1020 V: 

(0.33 to 329.99) mA 
(0.33 to 2.9999) A 
(3 to 20.5) A 

 
 
 
 
 
(0 to 0.33) kW 
(0.33 to 3) kW 
(3 to 20) kW 

 
 
 
 
 
0.03 % 
0.03 % 
0.09 % 

 
 
 
 
 
Calibrator 
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Parameter/Range Frequency CMC2, 4 (±) Comments 

 
Capacitance – 
Generate3 

 
(0.19 to 1.1) nF 
(1.1 to 3.3) nF 
(3.3 to 11) nF 
(11 to 110) nF 
(110 to 330) nF 
(0.33 to 1.1) μF 
(1.1 to 3.3) μF 
(3.3 to 11) μF 
(11 to 33) μF 
(33 to 110) μF 
(110 to 330) μF 
(0.33 to 1.1) mF 
(1.1 to 3.3) mF 
(3.3 to 11) mF 
(11 to 33) mF 
(33 to 110) mF 

 
 
 
 

10 Hz to 10 kHz 
10 Hz to 3 kHz 
10 Hz to 1 kHz 
10 Hz to 1 kHz 
10 Hz to 1 kHz 
(10 to 600) Hz 
(10 to 300) Hz 
(10 to 150) Hz 
(10 to 120) Hz 
(10 to 80) Hz 
(0 to 50) Hz 
(0 to 20) Hz 
(0 to 6) Hz 
(0 to 2) Hz 
(0 to 0.6) Hz 
(0 to 0.2) Hz 

 
 
 
 
0.58 % + 0.01 nF 
0.58 % + 0.01 nF 
0.29 % + 0.01 nF 
0.32 % + 0.13 nF 
0.29 % + 0.35 nF 
0.29 % + 1.2 nF 
0.29 % + 4.0 nF 
0.29 % + 15 nF 
0.46 % + 42 nF 
0.52 % + 170 nF 
0.52 % + 490 nF 
0.52 % + 1.4 µF 
0.52 % + 4.0 µF 
0.52 % + 13 µF 
0.87 % + 35 µF 
1.3 % + 120 µF 

 
 
 
 
Calibrator 

 
 

Parameter/Equipment 
 

Range CMC2 (±) 
 

Comments 

 
Indicators & Loggers 
– Generate3 

Type B 

 
 

Type E 
 
 
 
 

Type J 

 
 
 
(600 to 800) °C 
(800 to 1000) °C 
(1000 to 1550) °C 
(1550 to 1820) °C 

(-250 to -100) °C 
(-100 to -25) °C 
(-25 to 350) °C 
(350 to 650) °C 
(650 to 1000) °C 

 
(-210 to -100) °C 
(-100 to -30) °C 
(-30 to 150) °C 
(150 to 760) °C 
(760 to 1200) °C 

 
 
 
0.70 °C 
0.70 °C 
0.70 °C 
0.70 °C 

0.59 °C 
0.23 °C 
0.20 °C 
0.23 °C 
0.27 °C 

 
0.34 °C 
0.24 °C 
0.20 °C 
0.23 °C 
0.29 °C 

 
 
 
Calibrator 
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Parameter/Equipment Range CMC2, 8 (±) Comments 

Indicators & Loggers 
– Generate3 (cont) 

Type K 

 
 
 

Type N 
 
 
 
 

Type R 
 
 
 

Type S 
 
 
 

Type T 

 
 
 
(-200 to -100) °C 
(-100 to -25) °C 
(-25 to 120) °C 
(120 to 1000) °C 
(1000 to 1372) °C 

 
(-200 to -100) °C 
(-100 to -25) °C 
(-25 to 120) °C 
(120 to 410) °C 
(410 to 1300) °C 

 
(0 to 250) °C 
(250 to 400) °C 
(400 to 1000) °C 
(1000 to 1767) °C 

 
(0 to 250) °C 
(250 to 1000) °C 
(1000 to 1400) °C 
(1400 to 1767) °C 

 
(-250 to -150) °C 
(-150 to 0) °C 
(0 to 120) °C 
(120 to 400) °C 

 
 
 
0.41 °C 
0.25 °C 
0.22 °C 
0.32 °C 
0.48 °C 

 
0.49 °C 
0.29 °C 
0.27 °C 
0.25 °C 
0.33 °C 

 
0.68 °C 
0.43 °C 
0.40 °C 
0.48 °C 

 
0.56 °C 
0.43 °C 
0.44 °C 
0.55 °C 

 
0.74 °C 
0.30 °C 
0.22 °C 
0.21 °C 

 
 
 
Calibrator  

 
Oscilloscope3 – 

Edge Rise Time 
 

DC Voltage 
 
 

Level Sine Wave: 
5 mV to 5.5 V 

 
5 mV to 3.5 V 

 
 
 
 
(0 to ± 6.6) V 
50 Ω Input 
(0 to ± 130) V 

 
50 kHz 

 
50 kHz to 100 MHz 
(100 to 300) MHz 
(300 to 600) MHz 

 
(600 to 1100) MHz 

 
 
120 ps 

 
0.29 % + 49 µV 

 
0.58 % + 48 µV 
 
4.4 % + 0.37 mV 
 
4.0 % + 0.37 mV 
4.6 % + 0.37 mV 
7.0 % + 0.36 mV 

 
8.1 % + 0.37 mV 
 

 
 
Calibrator with scope 
option 
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Parameter/Equipment Range CMC2, 4, 8 (±) Comments 

 
Leveled Sine Wave3 – 
Frequency Accuracy 

50 kHz to 1.1 GHz 2.9 parts in 106 
 
Calibrator with scope 
option 

 
Wave Generator3 – 
Amplitude (Square, 
Sine & Triangle) 

 
50 Ω 
1 MΩ 

 
 
 
 
 
1.8 mV to 2.5 Vp-p 
1.8 mV to 55 Vp-p 

 
 
 
 
 
3.5 % + 170 µV 
3.5 % + 170 µV 

 
 
 
 
 
Calibrator with scope 
option 
 

 
Wave Generator3 – 
Frequency 

 
Square, Sine & 
Triangle 

 
Input Z – Generate 

 
 
 
 
10 Hz to 100 kHz 

 

(50 or 1) MΩ 

 
 
 
 
30 parts in 106 + 6.0 Hz 

 

0.13 % 

 
 
 
 
Calibrator with scope 
option 

 
 

IV. Electrical – RF/Microwave 
 

 
Parameter/Equipment 

 
Range CMC2 (±) 

 
Comments 

 
RF Pre-Amplifiers3 

 
100 Hz to 3GHz 

 
0.45 dB 

 
  Network analyzer 

 
Insertion Loss3 – 
S Parameter S21/S12 

 
100 Hz to 3 GHz 
 

 
0.45 dB 
 

 
Network analyzer 

 
LISN3 – 

 
Insertion Loss 
Connector 
Impedance 

Amplitude 

Phase 

 
 
 
10 kHz to 200 MHz 

 
 

10 kHz to 200 MHz 
 
(0 to 360)° 

 
 
 
0.45 dB 

 

0.45 dB 

2.8° 

 
 
ANSI C63.4,  
Network Analyzer 
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Parameter/Equipment Range CMC2, 9 (±) Comments 

CDN3– 

(50 to 150) Ω 

Coupling Factor 

Impedance 

 
 
 
 
150 kHz to 230 MHz 

 
150 kHz to 230 MHz 

 
 
 
 
0.45 dB 

 
0.29 Ω 

 
 
 
 
IEC 61000-4-6, 
Network Analyzer 

 
Surge Generators3 – 

Open Circuit: 
Voltage 
Front Time 
Duration Time 

 
Short Circuit: 

Current Front 
Time Duration 
Time 

 
Ringing Frequency 

 
 

Output Circuit 
Ringing Current 
 

 
 
 
(0 to 20) kV 
0.5 μs to 20 ms 
10 μs to 1000 ms 

 
(12.5 to 10k) A 
0.5 μs to 20 ms 
10 μs to 1000 ms 

 
 
(5 to 100) kHz ± 20 % 

 
 
(200 @ 30 Ω to 
500 @ 12 Ω) A 

 
 
 
5.7 % of reading 
5.7 % of reading 
5.6 % of reading 

 
5.7 % of reading 
5.7 % of reading 
5.6 % of reading 

 
 
23 Hz 
2.9 % (volt) 

 
5.7 % of reading 

 
IEC 61000-4-5, UL 
864; 
UL 1449; ISO 
7637-2; 
ISO 17069 ITU 
Rec K.17, K.20, 
ITU Rec K.21; 
SBC-TP-76200 
IEEE 62.45,  
Oscilloscope  

ESD3 – 
 

Rise Time 

Peak Current 

30 ns Current 

60 ns Current 

Indicated Voltage 

 
 
(0.7 to 1) ns 

 
(6 to 34) A 

 
(2 to 21) A 

 
(1.5 to 10.5) A 

 
(2 to 25) kV 

 
 
8.8 % of reading 

 
4.7 % of reading 

 
4.8 % of reading 

 
4.8 % of reading 

 
4.3 % of reading 

 
 
IEC 61000-4-2, 
Oscilloscope, ESD 
target 
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Parameter/Equipment Range CMC2, 9 (±) Comments 

EFT Generators3 – 

50 Ω Circuit: 
Amplitude 
Rise Time 
Pulse Width 
Burst Duration 

 

Burst Period 

1 kΩ Circuit: 
Amplitude 
Rise Time 
Pulse Width 
Burst Duration 

 

Burst Period 

 
 
 
(0.250 to 6) kV 
5 ns ± 30 % 
50 ns ± 30 % 
15 ms @ 5 kHz; 
0.75 ms @ 100 kHz 

300 ms ± 20 % 

 
(0.250 to 4) kV 
5 ns ± 30 % 
50 ns ± 30 % 
15 ms @ 5 kHz; 
0.75 ms @ 100 kHz 

 
300 ms ± 20 % 

 
 
 
5.9 % of reading 
4.9 % of reading 
5.1 % of reading 
6.0 % of reading 
6.0 % of reading 

 
6.0 % of reading 

 

6.0 % of reading 
5.0 % of reading 
5.2 % of reading 
6.2 % of reading 

 

6.2 % of reading 

 
 
 
IEC 61000-4-4, 
Oscilloscope, 
EFT-Attn-1K & 50Ω 

 
 

V. Mechanical 
 

 
Parameter/Equipment 

 
Range CMC2, 9 (±) 

 
Comments 

 
Pressure – Measuring 
Equipment 

+/- 10 inH2O            
+/- 15 inH2O 
(-5 to 5) psi 
(0.3 to 15) psi 
(-14 to 30) psi 
(0 to 300) psi 
(0 to 1000) psi 

0.02 inH2O 
0.003 inH2O 
0.003 psi 
0.02 psi 
0.006 psi 
0.06 psi 
0.2 psi 

   
Fluke 6270A with:  
PM200-BG2.5K, 
PM500-BG3.5H, 
PM200-BG35K, 
PM200-A100K, 
PM200-BG200K, 
PM200-G2M, 
PM200-G7M 
 

 
Mass – Measure 

 

 
Up to 220 g 

 
0.071 g 
 

 
Scale 

 Force -Measure  Up to 250 g  0.32 g  Force Gauge 
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VI. Thermodynamics 
 

 
Parameter/Equipment 

 
Range CMC2, 9 (±) 

 
Comments 

 
Temperature – Measure3 

 
(-200 to -40) °C 
(-40 to 0) °C 
(0 to 100) °C 
(100 to 200) °C 
(200 to 500) °C 

 
0.028 °C 
0.017 °C 
0.026 °C 
0.030 °C 
0.059 °C 

 
Fluke with  
PRT/RTD 

 
Temperature – 
Measuring Equipment3 

 
(-200 to -40) °C 
(-40 to 0) °C 
(0 to 100) °C 
(100 to 200) °C 
(200 to 500) °C 

 
0.028 °C 
0.017 °C 
0.026 °C 
0.030 °C 
0.059 °C 

 
Fluke with PRT/RTD 
with liquid baths or 
dry well 

 
IR Temperature3 – 
Measuring Equipment, 
Fixed Points 

 
 
 
 
 
 
 
 
IR Temperature3 – 
Measuring Equipment 

 
-15 °C 
0 °C 
50 °C 
100 °C 
120 °C 

 
35 °C 
100 °C 
200 °C 
350 °C 
500 °C 

 
(-15 to 120) °C 

 
 
 
(35 to 500) °C 

 
0.54 °C 
0.52 °C 
0.67 °C 
0.68 °C 
0.72 °C 

 
0.74 °C 
0.6 °C 
0.83 °C 
1.4 °C 
1.8 °C 

 
0.7 
2 °C 

 
 
1.8 °C 

 
Fluke 4180 
ε = (0.9 to 1.0) 
λ = (8 to 14) µm 

 
 
 
Fluke 4181 
Ɛ = (0.9 to 1), 
λ =(8 to 14) µm 

 
 
 
Fluke 4180 
ε = (0.9 to 1.0) 
λ = (8 to 14) µm 

 
Fluke 4181 
Ɛ = (0.9 to 1), 
λ = (8 to 14) µm 

 
Relative Humidity – 
Measure3 

 
Up to 40 % RH 
(40 to 90) % RH 
(90 to 100) % RH 

 
1.4 % RH 
1.6 % RH 
2.6 % RH 

 
Vaisala with 
probe 

 
Climatic Chamber 
Calibration3 – 

 
9-Point 

 
 
 
Up to 40 % RH 
(40 to 90) % RH 
(90 to 100) % RH 

 
 
 
1.4 % RH 
1.6 % RH 
2.6 % RH 

 
 
           
Vaisala with probe, 
IEC/EN 60068-3-6, 
IEC/EN 
60068-3-5 
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Parameter/Equipment Range CMC2,  (±) Comments 

 
Climatic Chamber 
Calibration3 – 
(cont) 

 
Temperature / 
Humidity Accuracy 

 
 
 

J-Type Thermocouple 
for Temperature 
Uniformity 

 
 
 
 
(-200 to -40) °C 
(-40 to 0) °C 
(0 to 100) °C 
(100 to 200) °C 
(200 to 500) °C 

 
(-150 to 1200) °C 

 
 
 
 
0.028 °C 
0.017 °C 
0.026 °C 
0.030 °C 
0.059 °C 

 
1.2 °C 

 
 
 
 
Fluke with PRT/RTD 

 
 
 
 
 
  Data Acquisition System 
  with switch module  
 

 
 

VII. Time & Frequency 
 

 
Parameter/Equipment 

 
Range CMC2, 9 () 

 
Comments 

 
Frequency – Measuring 
Equipment3 

 
(1.0 to 119.99) Hz 
(120.0 to 1199.9) Hz 
(1.20 to 11.999) kHz 
(12.00 to 119.99) kHz 
(120.0 to 1199.9) kHz 

 
0.01 Hz 
0.12 Hz 
1.2 Hz 
12 Hz 
120 Hz 

 
Calibrator 

1 This laboratory offers commercial calibration and dimensional testing service where noted. 
 

2 Calibration and Measurement Capability Uncertainty (CMC) is the smallest uncertainty of measurement 
that a laboratory can achieve within its scope of accreditation when performing more or less routine 
calibrations of nearly ideal measurement standards or nearly ideal measuring equipment. CMCs represent 
expanded uncertainties expressed at approximately the 95 % level of confidence, usually using a coverage 
factor of k = 2. The actual measurement uncertainty of a specific calibration performed by the laboratory 
may be greater than the CMC due to the behavior of the customer’s device and to influences from the 
circumstances of the specific calibration. 

 
3 Field calibration service is available for these calibrations. Please note the actual measurement 

uncertainties achievable on a customer's site can normally be expected to be larger than the CMC found 
on the A2LA Scope. Allowance must be made for aspects such as the environment at the place of 
calibration and for other possible adverse effects such as those caused by transportation of the calibration 
equipment. The usual allowance for the actual uncertainty introduced by the item being calibrated, (e.g. 
resolution) must also be considered and this, on its own, could result in the actual measurement 
uncertainty achievable on a customer’s site being larger than the CMC. 
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4 The measurands stated are measured with the Fluke 5320A and 5520A. This capability is suitable for the 
calibration of the devices intended to generate the stated measurand in the ranges indicated. CMCs are 
expressed as either a specific value that covers the full range or as a fraction of the reading/output plus a 
fixed floor specification. 

 
5 The measurands stated are generated with the Agilent/HP 34401A. This capability is suitable for the 

calibration of the devices intended to measure the stated measurand in the ranges indicated. CMCs are 
expressed as either a specific value that covers the full range or as a fraction of the reading/output plus a 
fixed floor specification. 

 
6 In the statement of CMC, L is the numerical value of the nominal length of the device measured in inches. 

 
7 This laboratory meets R205 – Specific Requirements: Calibration Laboratory Accreditation Program for 

the types of dimensional tests listed above and is considered equivalent to that of a calibration. 
 

8 In the statement of CMC, percentages are percentage of reading, unless otherwise indicated. 
 

9 The type of instrument or material being calibrated is defined by the parameter. This indicates the 
laboratory is capable of calibrating instruments that measure or generate the values in the ranges indicated 
for the listed measurement parameter. 

 
10 This scope meets A2LA’s P112 Flexible Scope Policy. 



 

For the calibrations to which this accreditation applies, please refer to the laboratory’s Calibration Scope of Accreditation. 
 
 

   
 
 
 
 
 

  

 

Accredited Laboratory 
 

A2LA has accredited 

INTERTEK TESTING SERVICES NA, INC. 
Plano, TX   

for technical competence in the field of 

Calibration 
  

This laboratory is accredited in accordance with the recognized International Standard ISO/IEC 17025:2005  
General requirements for the competence of testing and calibration laboratories. This laboratory also meets R205 – 
Specific Requirements: Calibration Laboratory Accreditation Program.  This accreditation demonstrates technical 

competence for a defined scope and the operation of a laboratory quality management system  
(refer to joint ISO-ILAC-IAF Communiqué dated April 2017). 

 
 

    Presented this 15th day of December 2025. 
 
 
                       _______________________ 
    Mr. Trace McInturff, Vice President, Accreditation Services 
    For the Accreditation Council 
    Certificate Number 2310.03   
    Valid to September 31, 2027     
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