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SCOPE OF ACCREDITATION TO ISO/IEC 17025:2017 
 
 

SGS NORTH AMERICA, INC. 
620 Old Peachtree Rd. NW, Suite 100 

Suwanee, GA  30024 
Mr. David Schramm          Phone: 770 570 1800 

 
 

ELECTRICAL 
 
Valid to:  December 31, 2027  Certificate Number: 3212.01 
 
In recognition of the successful completion of the A2LA evaluation process (including an assessment of 
the organization’s compliance with A2LA’s EPA ENERGY STAR® Accreditation Program1 
requirements), accreditation is granted to this laboratory, at the location listed above, as well as the satellite 
laboratory listed below, to perform the following electromagnetic compatibility and telecommunications 
tests: 
 
Test Technology: Test Method(s)2: 

 
Emissions  
Radiated and Conducted 47 CFR, FCC Part 15B (using ANSI C63.4:2014); 

47 CFR, FCC Part 18 (using FCC OST/MP-5:1986); 
CISPR 11; EN 55011; CNS 13803; AS CISPR 11;  
KS C 9811; ICES-001; 
CISPR 13; EN 55013; KS C 9813; 
CISPR 14-1; EN 55014-1; CNS 13783-1;  
AS/NZS CISPR 14-1; KS C 9814-1; 
CISPR 15; EN 55015; KS C 9815; CNS 13439; 
CISPR 22; CNS 13438 (up to 6 GHz); CNS 15936 (2016); 
CISPR 32; EN 55032; KS C 9832;  
VCCI-CISPR 32:2016; 
ICES-003, Issue 5; ICES-005, Issue 3; 
VCCI V-3 (up to 6 GHz); 
Vietnam Standard TCVN 7189:2009; CISPR 22:2006; 
RTCA DO-160G, Section 21 (excluding section 21.6) 
 

Harmonics Current Emissions IEC 61000-3-2; EN 61000-3-2; KS C 9610-3-2; 
IEC 61000-3-12; EN 61000-3-12 
 

Voltage Changes, Voltage 
Fluctuation and Flickers 

IEC 61000-3-3; EN 61000-3-3; KS C 9610-3-3; 
IEC 61000-3-11; EN 61000-3-11 
 

Immunity  
Electrostatic Discharge (ESD) IEC 61000-4-2; EN 61000-4-2; KS C 9610-4-2; 

RTCA DO-160G, Section 25; ISO 10605:2023 
 

Radiated Immunity IEC 61000-4-3; EN 61000-4-3; KS C 9610-4-3 
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Test Technology: Test Method(s)2: 
 

Electrical Fast Transient (EFT)/Burst 
 

IEC 61000-4-4; EN 61000-4-4; KS C 9610-4-4 
 

Surge IEC 61000-4-5; EN 61000-4-5; KS C 9610-4-5 
 

Conducted Immunity IEC 61000-4-6; EN 61000-4-6; KS C 9610-4-6 
 

Power Frequency Magnetic Fields IEC 61000-4-8 (excluding short duration mode);  
EN 61000-4-8 (excluding short duration mode); 
KS C 9610-4-8 (excluding short duration mode) 
 

Voltage Dips, Short Interruptions  
and Variations 
 

IEC 61000-4-11; EN 61000-4-11; KS C 9610-4-11 

Harmonics and Inter-harmonics IEC 61000-4-13; EN 61000-4-13 
 

Magnetic Field Proximity Immunity IEC 61000-4-39; EN 61000-4-39 
 

Generic / Product Family / Industry 
Standards 

IEC 61000-6-1; EN 61000-6-1; KS C 9610-6-1; 
IEC 61000-6-2; EN 61000-6-2; KS C 9610-6-2; 
IEC 61000-6-3; EN 61000-6-3; KS C 9610-6-3; 
IEC 61000-6-4; EN 61000-6-4; KS C 9610-6-4; 
IEC 61800-5-1; EN 61800-3; IEC 61800-5-2; 
AS/NZS 61000.6.3; AS/NZS 61000.6.4; 
CISPR 14-2; EN 55014-2; AS/NZS CISPR 14-2;  
KS C 9814-2; CISPR 20; EN 55020;  
KS C 9820 (excluding clauses 5.3, 5.4, 5.7);  
CISPR 24; EN 55024; KS C 9824; 
CISPR 35 (excluding Annex F.4);  
EN 55035 (excluding Annex F.4);  
KS C 9835 (excluding Annex F.4); 
IEC/EN/ANSI/AAMI/CSA 60601-1-2; KS C IEC 60601-1-2;  
EN 61326-1; EN 61326-2-1; EN 61326-2-2;  
EN 61326-2-3; EN 61326-2-4; EN 61326-2-5; EN 61547;  
KS C 9547; EN 62040; KS C 9040-2; 
Vietnam Standard TCVN 7317:2003 (CISPR 24:1997); 
CISPR 12; EN 55012; KS C 9812; ICES-002, Issue 6;  
EN ISO 14982:2009 (excluding section 6.8); 
EN 50491-5-1:2010; EN 50491-5-2:2010; EN 50491-5-3:2010;  
CAN/CSA C22.2 No. 0; SEMI F47-0706:2012 
 

Radio  
Unlicensed Radio – FCC 
 
 
 
 
 
 
 
 

ANSI C63.10:2020; ANSI C63.17:2013; 
47 CFR FCC Part 15, Subpart C (using ANSI C63.10:2020);  
47 CFR FCC Part 15, Subpart D (using ANSI C63.17:2020); 
47 CFR FCC Part 15, Subpart E (using ANSI C63.10:2020 and   
FCC KDB 905462 D02 (v02), April 8, 2016); 
47 CFR FCC Part 15, Subpart F (using ANSI C63.10:2020);  
47 CFR FCC Part 15, Subpart G (using ANSI C63.10:2020) 

Licensed Radio – FCC 
 
 

FCC Part 20, 22, 24, 25, 27, 30, 73, 74, 90, 95, 96, 97, 101  
(using ANSI/TIA-603-E and ANSI C63.26:2015); 
ANSI C63.26; ANSI/TIA-603-E 
 



(A2LA Cert. No. 3212.01) 03/04/2026                      Page 3 of 19 
 

Test Technology: Test Method(s)2: 
 

Canada  RSS-GEN;  
RSS-111; RSS-112; RSS-117; RSS-119; RSS-123; RSS-125; 
RSS-127; RSS-130; RSS-131; RSS-132; RSS-133; RSS-134;  
RSS-135; RSS-137; RSS-139; RSS-140; RSS-141; RSS-142;  
RSS-170; RSS-181; RSS-182; RSS-192; RSS-194;  
RSS-195; RSS-196; RSS-197; RSS-198; RSS-199;  
RSS-210 (up to 40 GHz); RSS-211 (up to 40 GHz); RSS-213; 
RSS-215; RSS-216 (up to 40 GHz); RSS-220 (up to 40 GHz); 
RSS-222; RSS-236; RSS-238; RSS-243; RSS-244; RSS-246; 
RSS-247; RSS-248;; RSS-252; RSS-287; RSS-288; RSS-310 
 

European Union (EU) ETSI EN 300 220-1; ETSI EN 300 220-2;  
ETSI EN 300 220-3-1; ETSI EN 300 220-3-2;  
ETSI EN 300-220-4; 
ETSI EN 300 328; ETSI EN 300 330; 
ETSI EN 300 386; ETSI EN 300 440;  
ETSI EN 300 607-2 (clause 12.2); 
ETSI EN 301 489-1 (excluding section 9.6);  
KN 301 489-1; KS X 3124; 
ETSI EN 301 489-2; KN 301 489-2; KS X 3137;  
ETSI EN 301 489-3; KN 301 489-3; KS X 3125; 
ETSI EN 301 489-5; KN 301 489-5; KS X 3127; 
ETSI EN 301 489-7; KN 301 489-7; 
ETSI EN 301 489-12; KN 301 489-12; ETSI EN 301 489-17;  
KN 301 489-17; KS X 3126;  
ETSI EN 301 489-24; KN 301 489-24;  
ETSI EN 301 489-34; KN 301 489-52; KS X 3129; 
ETSI EN 301 511 (clauses 4.2.16 and 4.2.17); 
ETSI EN 301 893; 
ETSI EN 301 908-1; ETSI EN 302 291-1; ETSI EN 302 291-2; 
ETSI TS 151.010-1 (section 12.2);  
3GPP TS 34.124 (excluding section 9.6); 
3GPP TS 36.124 (excluding section 9.6); 
3GPP TS 51.010-1 (clause 12) 
 

Australia Radiocommunications (Short Range Devices) Standard 2004,   
A.1 and A.2, 2013;  
AS/NZS 4268; AS/NZS 4771 (2000) 
 

Hong Kong HKCA 1002, Issue 6 (January 2008); 
HKCA 1007, Issue 4 (February 2003); 
HKCA 1035, Issue 4 (May 2010); 
HKCA 1039, Issue 3 (January 2008); 
HKCA 1042, Issue 2 (January 2003) 
 

Korea KS X 3142:2018 
 

Singapore IMDA TS SRD, Issue 1, Rev. 7 (May 2013) 
 

Taiwan NCC LP 0002 (2020)  
 

Vietnam QCVN 54:2020/BTTTT; QCVN 55:2011/BTTTT; 
QCVN 18:2014/BTTTT 
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Test Technology: Test Method(s)2: 
 

Japan Japan Radio Law (Radio Equipment) Scope B1 - Specified 
Radio Equipment specified in Article 38-2-2, paragraph 1, item 
1 of the Radio Law; 
 
Japan Radio Law (Radio Equipment) Scope B2 - Specified 
Radio Equipment specified in Article 38-2-2, paragraph 1, item 
2 of the Radio Law; 
 
Japan Radio Law (Radio Equipment) Scope B3 - Specified 
Radio Equipment specified in Article 38-2-2, paragraph 1, item 
3 of the Radio Law 
 

RF Radiation Exposure  
(SAR testing 600 MHz - 6 GHz)  

IEEE Std 1528™:2013; KDB Publication 865664 (D01); 
KDB Publication 447498 (D01); IEEE/IEC 62209-1528:2020; 
RSS-102; RSS-102.SAR.MEAS; 
IEEE C95.3-2021;   
IEC 62209-1; EN 62209-1; 
IEC 62209-2; EN 62209-2; 
AS/NZS 2772.2 
 

Technical Regulations for the 
Republic of Korea: 

 

Regulations on Radio Equipment (Ordinance of MSIT No. 86, Jan 4, 2022) 
Unlicensed Radio Equipment 
Established Without Notice 

(MSIT Public Notification 2023-18, June 20, 2023) 

Technical Requirements for Radio 
Equipment for Telecommunication 
Services 

(RRA Public Notification 2022-15, July 29, 2022) 

 

Technical Requirements for the 
Human Protection against 
Electromagnetic Waves 

(MSIT Public Notification 2019-4, Jan 16, 2019) 

 

Technical Requirements for 
Measurement and Test Procedure of 
Specific Absorption Rate 

(RRA Public Notification 2018-18, Dec 7, 2018) 

 

Technical Requirements for 
Measurement of Electromagnetic 
Field Strength 

(RRA Public Notification 2023-11, June 30, 2023) 

 

Equipment to be Subject of Test 
Procedure for Electromagnetic Field 
Strength and Specific Absorption 
Rate 
 

(RRA Public Notification 2023-12, June 30, 2023) 

Conformity Assessment Procedure  
of Radio Equipment 
 
 
 
 
 
 
 
 
 
 

KS X 3123 
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Test Technology: Test Method(s)2: 
 

Product Safety  
I.T., Office, and Audio/Video 
Equipment 
(Excluding Ionizing and Laser 
Radiation, Cathode Ray Tube tests, 
Proof tracking (CTI) test) 

 

IEC 62087; IEC/EN/CSA/UL 60065; UL 813; UL 1411; 
UL 1419; UL 1492; CAN/CSA C22.2 No. 203; ISO/IEC 10561; 
ANSI/CAN/UL 2524; IEC 60950-1; EN 60950-1; UL 60950-1; 
CAN/CSA C22.2 No. 60950-1; IEC 60950-21; EN 60950-21; 
UL 60950-21; CAN/CSA C22.2 No. 60950-21; IEC 60950-22; 
EN 60950-22; UL 60950-22; CAN/CSA C22.2 No. 60950-22; 
UL 1286; EN IEC 62368-1; IEC 62368-1; UL 62368-1; 
CAN/CSA C22.2 No. 62368-1; UL 1998; UL 1676;  
ANSI C56.8, ANSI B71.1; ANSI Z135; ANSI CP1:2019;  
UL 22 
 

Batteries 
 
 
 
 
 
 
 
 
 
 

ANSI C18.1M (Parts 1 and 2); C18.2M (Parts 1 and 2);  
C18.3M (Parts 1 and 2); ANSI/TIA 4950;  
CSA C22.2 No. 107.2; 
CTIA Certification Requirements for Battery System   
Compliance to IEEE 1625; 
CTIA Certification Requirements for Battery System  
Compliance to IEEE 1725; 
CTIA Device hardware reliability test plan; IEC/EN 60086-1; 
IEC/EN 60086-2; IEC/EN 60086-3; IEC/EN 60086-4;  
IEC/EN 60086-5; IEC/EN 61951-1; IEC/EN 61951-2;   
IEC/EN 61960; IEC/EN/CSA/UL/GOST 62133; 
IEC/UL/CSA 62133-1; IEC/UL/CSA 62133-2; IEC/EN 62281; 
JIS C 8712; JIS C 8714; TIS 2271-2548; UL 1236; UL 1564;  
UL 1642; UL 2054; UL 2056; UL 2089; UL 2575; UL 2595; 
UL 60086-4; ANSI/CAN/UL 2743; UL 4200A;  
ANSI/CAN/UL 2272; ANSI/CAN/UL/ULC 2271; 
ANSI/CAN/UL 2849; UN 38.3; IEC 62619; UL 1973; 
UL 1974; UL 2580; SAE J2380; IEC 63057; UL 2594; 
UL 2231-1; UL 2231-2; UL 9540 (excluding Clause 41.4 - 
Installation in seismic environments); UL 9540A; UL 9540B; 
IEC/EN 62485-1; IEC/EN 62485-2; EN 15194 
 

Cables and Cords CSA C22.2 No. 18.3; CSA C22.2 No. 21;  
CAN/CSA C22.2 No. 49 
  

Explosive Atmosphere/Hazardous 
Locations 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IEC/EN 60079-0; IEC/EN/CSA/UL 60079-1; UL 1203; 
CSA C22.2 No. 30; IEC/EN 60079-6; IEC/EN 60079-7; 
IEC/EN 60079-11; CSA/UL 60079-0; CSA/UL 60079-6;  
CSA/UL 60079-7; CSA/UL 60079-11; CSA/UL 60079-15; 
FM 3600; FM 3610; FM 3611; FM 3613; FM 3620;  
ISA 12.12.01; UL 783; UL 844; UL 913; UL 121201; 
CSA C22.2 No. 213-17; IEC/EN/UL/CSA 60079-2;  
UL 60079-13; IEC/EN/CSA/UL 60079-28; IEC/EN 60079-15;  
UL 121201/CSA C22.2 213; FM 3615; UL 674;  
CSA 22.2 No. 145; UL 1836; UL 1389; 
UL/CSA/IEC/EN 60079-5; UL/CSA/IEC/EN 60079-18; 
UL/CSA/IEC/EN 60079-25; UL/CSA/IEC/EN 60079-31; 
UL/CSA/IEC/EN 60079-46; UL/CSA/IEC/EN 80079-34; 
UL/CSA/IEC/EN 80079-36; UL/CSA/IEC/EN 80079-37; 
UL/CSA/IEC/EN 80079-38; IEC/EN 60079-35-1;  
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Test Technology: Test Method(s)2: 
 

Explosive Atmosphere/Hazardous 
Locations 
 

IEC/EN 60079-35-2; FM 3615; NFPA 496; RVIA EGS 1 
 

Household and Similar Equipment  
(Excluding oxygen bomb test, 
Ionizing and Laser Radiation, 
Coated PWBs, Radiation, Toxicity, 
Proof tracking (CTI) test) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IEC/EN/UL 60335-1; CAN/ULC S531; 
CAN/CSA-C22.2 No. 0.17; CSA C22.2 No. 0.15;  
CSA C22.2 No. 36; CSA C22.2 No. 61; CSA C22.2 No. 64;  
CSA C22.2 No. 68; CSA C22.2 No. 72; CSA C22.2 No. 101;  
CSA C22.2 No. 109; CSA C22.2 No. 110; CSA C22.2 No. 112; 
CAN/CSA-C22.2 No. 113; CSA C22.2 No. 81;  
CSA C22.2 No. 88; CSA C22.2 No. 107.3;  
CSA C22.2 No. 108; CSA C22.2 No. 130; UL 1090;  
CSA C22.2 No. 147; CSA C22.2 No. 150;  
CSA C22.2 No. 167; CSA C22.2 No. 169; CSA C22.2 No. 177; 
CSA C22.2 No. 182.1; CSA C22.2 No. 182.2; 
CSA C22.2 No. 182.3; CAN/CSA-C22.2 No. 182.4; 
CSA C22.2 No. 187; CAN/CSA C22.2 No. 189;  
CSA C22.2 No. 191; CSA C22.2 No. 195; CSA C22.2 No. 207; 
CSA C22.2 No. 218.1; CSA C22.2 No. 218.2; 
CSA C22.2 No. 223; CSA C22.2 No. 243; CSA C22.2 No. 247; 
CAN/CSA-C22.2 No. 60335-1; IEC/EN/UL 60335-2-40;  
CAN/CSA 60335-2-40; CAN/CSA-E60335-2-6;  
CSA E60335-2-7; CSA C22.2 No. 60335-2-8;  
CSA C22.2 No. 60335-2-9; CAN/CSA-E60335-2-12; 
CAN/CSA-E60335-2-13; CAN/CSA-E60335-2-14;  
CSA C22.2 No. 60335-2-15; CAN/CSA-C22.2 No. 60335-2-24; 
CSA C22.2 No. 60335-2-29; CAN/CSA-E60335-2-30; 
CAN/CSA-C22.2 No. 60335-2-45;  
ASME A112.19.7-2020/CSA B45.10; CSA C22.2 No. 46;  
CSA C22.2 No. 47; CSA C22.2 No. 63; CSA C22.2 No. 92;  
CSA C22.2 No. 104; CSA C22.2 No. 117; CSA C22.2 No. 120; 
CSA B140.12; CSA C22.2 No. 155; CANCSA-C22.2 No. 157;  
CSA C22.2 No. 164; CSA C22.2 No. 213; CSA C22.2 No. 236;  
CSA 6.19; CSA C380; CAN/CSA-E60335-2-3;  
CAN/CSA-E60335-2-43; CAN/CSA-C22.2 No. 60335-2-45; 
CANCSA-E60335-2-53; CSA C22.2 No. 60335-2-56;  
IEC/EN 60335-2-65; CSA C22.2 No. 60335-2-65;  
CAN/CSA-E730-2-1; CAN/CSA-E730-2-3;  
CAN/CSA-E60730-2-6; CAN/CSA-E60730-2-7;  
CAN/CSA-E60730-2-9; CAN/CSA-E60730-2-10;  
CAN/CSA-E730-2-11; CAN/CSA-E730-2-12; CSA E60730-1;  
IEC E60730-1; CAN/CSA-E60335-2-82;  
CAN/CSA-E60730-2-4; CAN/CSA-E60730-2-9;  
CAN/CSA-E60730-2-10; CSA Z62.1; IEC 62301;  
IEC 60335-2-27; EN 60335-2-27;  
CSA C22.2 No. 60335-2-27; IEC 60335-2-6;  
EN 60335-2-6; IEC 60335-2-7; EN 60335-2-7; IEC 60335-2-8;  
EN 60335-2-8; IEC 60335-2-9; EN 60335-2-9; IEC 60335-2-12; 
EN 60335-2-12; IEC 60335-2-13; EN 60335-2-13;  
IEC 60335-2-14; EN 60335-2-14; IEC 60335-2-15;  
EN 60335-2-15; IEC 60335-2-24; EN 60335-2-24; 
IEC 60335-2-29; EN 60335-2-29; IEC 60335-2-30;  
EN 60335-2-30; IEC 60335-2-43; EN 60335-2-43;  
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Test Technology: Test Method(s)2: 
 

Household and Similar Equipment 
 
 
 
 
 
 

IEC 60335-2-45; EN 60335-2-45; IEC 60335-2-53;  
EN 60335-2-53; IEC 62281; EN 62281;IEC 62233; EN 62233 
UL 73; UL 82; UL 94; UL 122; UL 130; UL 141; UL 174; 
UL 197; UL 201; UL 217; UL 231; UL 250; UL 399; UL 412; 
UL 427; UL 430; UL 471; UL 474; UL 482; UL 496; UL 498; 
UL 498A; UL 499; UL 506; UL 507; UL 508; UL 508A; 
UL 508C; UL 515; UL 541; UL 561; UL 563; UL 574; UL 588; 
UL 621; UL 698A; UL 749; UL 763; UL 791; UL 817; UL 826; 
UL 858; UL 858A; UL 859; UL 863; UL 867; UL 870; UL 875; 
UL 921; UL 923; UL 962; UL 979; UL 982; UL 987; UL 998; 
UL 1005; UL 1012; UL 1017; UL 1026; UL 1028; UL 1042; 
UL 1082; UL 1083; UL 1086; UL 1206; UL 1240; UL 1261; 
UL 1431; UL 1447; UL 1450; UL 1453; UL 1484; UL 1563; 
UL 1594; UL 1647; UL 1662; UL 1673; UL 1727; UL 1776; 
UL 1795; UL 1951; UL 1995; UL 2034; UL 2157; UL 2158; 
UL 60335-1UL 60335-2-24; UL 60335-2-34; UL 60730-1A;  
UL 60730-2-3; UL 60730-2-4; UL 60730-2-6; UL 60730-2-7;  
UL 60730-2-9; UL 60730-2-10A; UL 60730-2-11A;  
UL 60730-2-12A; UL 60730-2-13A; UL 60730-2-16A; 
UL 2021; IEC/EN 60335-2-76; CSA C22.2 No. 60335-2-76; 
IEC 60335-2-69; EN 60335-2-69; UL 60335-2-69; 
CSA C22.2 No. 60335-2-69; IEC 60335-2-72; EN 60335-2-72; 
UL 60335-2-72; CSA C22.2 No. 60335-2-72; 
IEC/EN 60335-2-2; CSA E No. 60335-2-2; IEC 60335-2-67; 
EN 60335-2-67; UL 60335-2-67; CSA No. 60335-2-67; 
IEC 60335-2-68; EN 60335-2-68; UL 60335-2-68; 
CSA C22.2 No. 60335-2-68; IEC 60335-2-79; EN 60335-2-79; 
UL 60335-2-79; CSA C22.2 No. 60335-2-79; UL 1998; 
UL 1576; ANSI B56.8; ANSI B71.1; ANSI Z135; 
ANSI CP1:2019 
 

Luminaires 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CSA C22.2 No. 9.0; CSA C22.2 No.89; CSA C22.2 No. 12; 
CSA C22.2 No. 37; CSA C22.2 No. 141; CSA C22.2 No. 74;  
CSA C22.2 No. 166; CSA C22.2 No. 250.0;  
CSA C22.2 No. 250.7; ANSI/CAN/UL 8800;  
CSA C22.2 No. 250.13; CSA C22.2 No. 255;  
CSA C22.2 No. 256; CSA C22.2 No. 1993; CAN/CSA C239; 
CAN/CSA E598-2-9; CSA E60598-1; CAN/CSA E60598-2-9; 
CSA E60598-1; CSA E60598-2-9;  
IEC 60598-2-4; CSA C22.2 No. 250.4; 
UL 153; UL 234; UL 676; UL 773; UL 773A; UL 924; UL 935; 
UL 1029; UL 1088;  
UL 1149; UL 1230; UL 1573; UL 1574; UL 1598; UL 1598A; 
UL 1598C; UL 1786; UL 1838; UL 1993; UL 1994; UL 2108; 
UL 2388; UL 8750; NEMA 77-2017; 
JA8-1 Compliance Qualification Requirements for High  
Efficacy Light Sources (Clause 8.3.7 Tests for Minimum 
Dimming Level, Flicker, and Audible Noise and JA8-1  
Clause JA8.4.6 Dimming, Reduced Flicker Operation, and  
Audible Noise);  
JA10-1 Test Method for Measuring Flicker of Lighting Systems  
and Reporting Requirements; 
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Test Technology: Test Method(s)2: 
 

Luminaires 
 

IES LM-79-08; IES LM-79-19; IES LM-80-20; IES LM-82-12; 
IES LM-82-20 
 

Industrial Automation  CSA C22.2 No. 14; NFPA 79; UL 2011; CSA 22.2 No. 301 
 

Installation Accessories and 
Connection Devices 
 

CSA C22.2 No. 0.4; CSA C22.2 No. 18.1; CSA C22.2 No. 18.2;  
CSA C22.2 No. 26; CSA C22.2 No. 27; CSA C22.2 No. 29; 
CSA C22.2 No. 41; CSA C22.2 No. 42; CSA C22.2 No. 42.1;  
CSA C22.2 No. 43; CSA C22.2 No. 94; CSA C22.2 No. 94.1; 
CSA C22.2 No. 94.2; CSA C22.2 No. 101; CSA C22.2 No. 144 
 

Measurement, Control, and 
Laboratory Equipment 
(Excluding Ionizing and Laser 
Radiation, UV Radiation, 
Concentration of flammable vapors, 
Cathode Ray Tube tests, Proof 
tracking (CTI) test, Insulated 
winding wires test, Power line cross 
test, Accessibility test for media 
destruction device, Test for high 
pressure lamps, Vicat softening, 
Ultrasonic pressure) 

 

ISA 61010-1; IEC 61010-1; EN 61010-1; UL 61010-1;  
CAN/CSA-C22.2 No. 61010-1; IEC 61010-031; EN 61010-031;  
UL 61010-031; CAN/CSA-C22.2 No. 61010-031;  
IEC 61010-2-010; EN IEC 61010-2-010; UL 61010-2-010;  
CSA C22.2 No. 61010-2-010; IEC 61010-2-011;  
CSA C22.2 No. 61010-2-011; EN 61010-2-011;  
UL 61010-2-011; IEC 61010-2-020; EN 61010-2-020;  
UL 61010-2-020; CAN/CSA-C22.2 No. 61010-2-020;  
IEC 61010-2-030; EN 61010-2-030; UL 61010-2-030;  
CSA C22.2 No. 61010-2-030; IEC 61010-2-040;  
EN 61010-2-040; UL 61010-2-040;  
CSA C22.2 No. 61010-2-040; IEC 61010-2-051;  
EN 61010-2-051; UL 61010-2-051;  
CSA C22.2 No. 61010-2-051; IEC 61010-2-061;  
EN 61010-2-061; UL 61010-2-061;  
CSA C22.2 No. 61010-2-061; IEC 61010-2-081;  
EN 61010-2-081; UL 61010-2-081;  
CSA C22.2 No. 61010-2-081; IEC 61010-2-091;  
EN 61010-2-091; UL 61010-2-091;  
CSA C22.2 No. 61010-2-091; IEC 61010-2-101;  
EN 61010-2-101; UL 61010-2-101;  
CSA C22.2 No. 61010-2-101; IEC 61010-2-201;  
EN 61010-2-201; UL 61010-2-201;  
CSA CAN/CSA-C22.2 No. 61010-2-201;  
CSA C22.2 No. 107.1; 
IEC/EN/UL 60601-1; ANSI/AAMI ES60601-1; 
CAN/CSA C22.2 No. 601.1; CAN/CSA C22.2 No. 60601-1;  
IEC 60601-1-1; IEC 60601-1-4; IEC/EN/CSA 60601-1-6; 
IEC/EN/CSA/ANSI/AAMI 60601-1-8;  
IEC/EN/CSA 60601-1-10; IEC/EN/CSA 60601-1-11; 
ANSI/AAMI HA60601-1-11;  
IEC/EN/CSA/ANSI/AAMI 60601-1-12  
(exclusions per RTCA DO-160G);  
IEC/EN/CSA/ANSI/AAMI 60601-2-2;  
IEC/EN/CSA 60601-2-10; IEC/EN/CSA 60601-2-18;  
IEC/EN/CSA/ANSI/AAMI 60601-2-19; 
IEC/EN/CSA/ANSI/AAMI 60601-2-20;  
IEC/EN/CSA 60601-2-22;  
IEC/EN/CSA/ANSI/AAMI 60601-2-25;  
IEC/EN/CSA 60601-2-26; ANSI/AAMI/IEC 60601-2-27; 
IEC/EN/CSA 60601-2-30; IEC/EN/CSA 60601-2-35; 
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Test Technology: Test Method(s)2: 
 

Measurement, Control, and 
Laboratory Equipment 
(Excluding Ionizing and Laser 
Radiation, UV Radiation, 
Concentration of flammable vapors, 
Cathode Ray Tube tests, Proof 
tracking (CTI) test, Insulated 
winding wires test, Power line cross 
test, Accessibility test for media 
destruction device, Test for high 
pressure lamps, Vicat softening, 
Ultrasonic pressure) 

 

IEC/EN/CSA 60601-2-40; IEC/EN/CSA 60601-2-46;  
IEC/CSA/ANSI/AAMI 60601-2-47; IEC/EN/CSA 60601-2-49; 
IEC/EN/CSA 60601-2-52; IEC/EN/CSA 60601-2-54 
 

Medical Equipment3 

(excluding Risk Assessment,  
LED test per IEC 62471,  
UV Radiation, Flammable Liquids, 
Flammable Anaesthetic Mixtures 
test, Cathode Ray Tubes test,  

Oxygen Bomb) 

IEC/EN/CSA 60601-2-57; IEC/EN 60601-2-83 (excluding 
clauses 201.6.101 and 201.10. 107);  
IEC/EN/CSA/ANSI/AAMI 80601-2-30; 
IEC/EN/CSA/ANSI/AAMI 80601-2-35; 
IEC/EN 80601-2-49;  
ISO/EN/CSA 80601-2-56 (excluding clauses: 201.101.2 and  

   201.101.3); 
IEC/EN/CSA 80601-2-60; IEC/EN/CSA 80601-2-61; 
ISO/EN/CSA 80601-2-69; IEC/EN/ANSI/AAMI 62366; 
IEC/EN/ANSI/AAMI 62366-1; ISO/EN 8359;  
ISO/EN 10079-1; ISO/EN 10079-2; ISO/EN 10079-3;  
ISO/EN 10535; UL 416; UL 1069; ANSI/AAMI EC53 
 

Medical Equipment 

(with dated references) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IEC  61010-1 Edition 3.1 2017-01 (excluding Cl.12.2 Ionizing 
Radiation; Cl. 12.3 Optical Radiation per IEC 62471, Cl. 12.5.2 
Ultrasonic Pressure, Cl. 12.5 Laser Sources per IEC 60825-1); 
ANSI UL  61010-1 3rd Ed dated May 12, 2012 with revision 
through July 19 2019; 
IEC  60601-1 Edition 3.2 2020-08; 
ANSI AAMI  ES60601-1:2005/(R)2012 & A1:2012 
C1:2009/(R)2012 & A2:2010/(R)2012 (Cons. Text) [Incl. 
AMD2:2021](excluding Cl. 9.5.2 Cathode ray tube test; Cl. 
10.4 LED test per IEC 62471 and Laser test per IEC 60825-1; 
Cl. 11.2.2 and 11.2.3 Oxygen Rich Environments, Cl.11.4, 
flammable anesthetic mixtures test); 
IEC  60601-1-6 Edition 3.2 2020-07;  
IEC  60601-1-8 Edition 2.2 2020-07;  
ANSI AAMI  HA60601-1-11:2015 [Including AMD1:2021];  
ANSI AAMI IEC 60601-1-12:2016 [Including AMD 1:2021];  
ANSI AAMI IEC 60601-1-2:2014 [Including AMD 1:2021];  
IEC  60601-1-2 Edition 4.1 2020-09; 
ANSI AAMI IEC 60601-1-8:2006 and A1:2012 [Including 
AMD 2:2021];  
ANSI AAMI IEC 60601-2-2:2017;  
IEC  60601-2-2 Edition 6.0 2017-03;  
IEC  60601-1-10 Edition 1.2 2020-07;  
IEC  60601-2-10 Edition 2.1 2016-04;   
IEC  60601-1-11 Edition 2.1 2020-07; 
IEC  60601-1-12 Edition 1.1 2020-07;  
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Test Technology: Test Method(s)2: 
 

Medical Equipment3 

(with dated references) 
IEC  60601-2-18: Edition 3.0 2009-08;  
IEC  60601-2-19 Edition 3.0 2020-09;  
IEC  60601-2-20 Edition 3.0 2020-09;   
IEC  60601-2-21 Edition 3.0 2020-09;  
IEC  60601-2-22 Edition 3.1 2012-10;  
IEC  60601-2-25 Edition 2.0 2011-10;  
ANSI AAMI IEC 60601-2-25:2011/(R)2016;  
IEC  60601-2-27 Edition 3.0 2011-03;  
ANSI AAMI IEC 60601-2-27:2011(R)2016;  
ANSI AAMI IEC 80601-2-30:2018;  
IEC  80601-2-30: Edition 2.0 2018-03;  
IEC  60601-2-35 Edition 2.0 2020-09;  
IEC  60601-2-47 Edition 2.0 2012-02;  
ANSI AAMI IEC 60601-2-47:2012/(R)2016;  
IEC  60601-2-52 Edition 1.0 2009-12;  
IEC  60601-2-52 Edition 1.1 2015-03;  
IEC  60601-2-54 Edition 2.0 2022-09;  
ISO  80601-2-56 Second edition 2017-03;  
IEC  60601-2-57 Edition 1.0 2011-01;  
IEC  80601-2-60 Edition 2.0 2019-06;  
ISO  80601-2-61 Second edition 2017-12 (Corrected version 
2018-02);  
ISO  80601-2-69 Second edition 2020-11 
 

Miscellaneous 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAN/CSA C22.2 No. 10; CAN/CSA C22.2 No. 33; 
CSA C22.2 No. 128; CSA C22.2 No. 77:14;  
CSA C22.2 No. 100; CSA C22.2 No. 115; CSA C22.2 No. 147;  
CSA C22.2 No. 152; CSA C22.2 No. 173; CSA C22.2 No. 205; 
CSA C22.2 No. 290; 
EPRI generalized internal power supply efficiency test protocol  
(also applies to imaging equipment and computer servers); 
EPRI test method for calculating the energy efficiency of  
single-voltage external AC-DC and AC-AC power supplies  
(also applies to telephony, televisions, computers, displays, 
and imaging equipment);  
UL 1; UN 38.3; UL 50E; UL 150; UL 291; UL 294; UL 325; 
UL 347; UL 355; UL 414; UL 452; UL 458; UL 466; UL 469; 
UL 467; UL 514A; UL 514B; UL 514C; UL 514D; UL 542;  
UL 551; UL 705; UL 746A; UL 746B; UL 746C; UL 746E;  
UL 751; UL 756; UL 775; UL 778; UL 796; UL 857; UL 879; 
UL 887; UL 916; UL 917; UL 943; UL 943B; UL 961;  
UL 1004-1; UL 1004-3; UL 1081; UL 1248; UL 1310;  
UL 1340; UL 1363; UL 1436; UL 1437; UL 1559; UL 1561; 
UL 1562; UL 1640; UL 1681; UL 1741; UL 1778; UL 1863; 
UL 1971; UL 2017; UL 2161; UL 2200; UL 2202; UL 2227; 
UL 2305; VESA IDMS Standard 
 

Machinery  IEC/EN 60204; ISO 12100-1; ISO 12100-2 
 

Low Voltage, High Power  
Switching Equipment  
 
 
 

CSA C22.2 No. 4; CSA C22.2 No. 5; CSA C22.2 No. 55 
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Test Technology: Test Method(s)2: 
 

Installation Protective Equipment  CSA C22.2 No. 56 
 

Safety Transformers and Similar 
Equipment  
 

CAN/CSA C22.2 No. 66.1; C22.2 No. 66.2; C22.2 No. 66.3; 
UL 5085-1; UL 5085-2; UL 5085-3 
 

Industrial Portable Tools/Equipment 
 
 
 
 
 
 
 
 
 

IEC 62841-1; CAN/ CSA C22.2 62841-1; UL 583;  
ISO 5395-1; ISO 5395-3; CAN/CSA C22.2 No. 71.2;  
CSA C22.2 No. 60; ANSI/OPEI B71.4; ISO 5395-2; 
CAN/CSA 22.2 No. 60745-1; CAN/CSA 22.2 No. 60745-2-1; 
CAN/CSA 22.2 No. 60745-2-2; CAN/CSA 22.2 No. 60745-2-3 
CAN/CSA 22.2 No. 60745-2-4; CAN/CSA 22.2 No. 60745-2-5; 
CAN/CSA 22.2 No. 60745-2-6; CAN/CSA 22.2 No. 60745-2-8; 
CAN/CSA 22.2 No. 60745-2-9; CAN/CSA 22.2 No. 60745-2-11; 
CSA 22.2 No. 60745-2-12; CAN/CSA 22.2 No. 60745-2-14; 
CSA 22.2 No. 60745-2-17; CSA 22.2 No. 60745-2-18; 
CAN/CSA 22.2 No. 60745-2-20;  
CAN/CSA 22.2 No. 60745-2-21; CAN/CSA 22.2 No. 745-2-30; 
CAN/CSA 22.2 No. 745-2-31; CAN/CSA 22.2 No. 745-2-32; 
CAN/CSA 22.2 No. 745-2-36;  
CSA 22.2 No. 745-4-36; CSA 22.2 No. 60335-2-59; 
CSA C22.2 No. 60745-2-19; CAN/CSA C22.2 No. 60745-2-30; 
CAN/CSA C22.2 No. 60745-2-31; 
CAN/CSA C22.2 No. 60745-2-32;  
CAN/CSA C22.2 No. 60745-2-36; UL 60745-1; 
CAN/CSA C22.2 No. 60745-1; UL 60745-2-1;  
CAN/CSA C22.2 No. 60745-2-1; UL 60745-2-2; 
CAN/CSA C22.2 No. 60745-2-2; UL 60745-2-3; 
CAN/CSA C22.2 No. 60745-2-3; UL 60745-2-4; 
CAN/CSA C22.2 No. 60745-2-4; UL 60745-2-6; 
CAN/CSA C22.2 No. 60745-2-6; UL 60745-2-8; 
CAN/CSA C22.2 No. 60745-2-8; UL 60745-2-9; 
CAN/CSA C22.2 No. 60745-2-9; UL 60745-2-11; 
CAN/CSA C22.2 No. 60745-2-11; UL 60745-2-12; 
CAN/CSA C22.2 No. 60745-2-12; UL 60745-2-14; 
CAN/CSA C22.2 No. 60745-2-14; UL 60745-2-17; 
CAN/CSA C22.2 No. 60745-2-17; UL 60745-2-18; 
CAN/CSA C22.2 No. 60745-2-18; UL 60745-2-20; 
CAN/CSA C22.2 No. 60745-2-20; UL 60745-2-21; 
CAN/CSA C22.2 No. 60745-2-21; UL 62841-1; 
CAN/CSA C22.2 No. 62841-1; UL 62841-2-2; 
CAN/CSA C22.2 No. 62841-2-2; UL 62841-2-3; 
CAN/CSA C22.2 No. 62841-2-3; UL 62841-2-4; 
CAN/CSA C22.2 No. 62841-2-4; UL 62841-2-5; 
CAN/CSA C22.2 No. 62841-2-5; UL 62841-2-9; 
CAN/CSA C22.2 No. 62841-2-9; UL 62841-2-14; 
CSA C22.2 No. 62841-2-14;  
UL 48; UL 50; UL 62; UL 65; UL 69; UL 745-2-31;  
UL 745-2-32; UL 60745-2-5; UL 60745-2-15 
 

Electric Toys CAN/CSA C22.2 No. 149; EN 62115; UL 696; UL 697; 
Mecosur Standard NM-300-6 Safety of Toys, Part 6; NM 300-6 
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Test Technology: Test Method(s)2: 
 

ENERGY STAR  
Single Voltage AC-AC and AC-DC 
External Power Supplies  

ENERGY STAR Program Requirements for Single Voltage 
AC-AC and AC-DC External Power Supplies 
 

Audio/Video  ENERGY STAR Program Requirements Product Specification 
for Audio/Video 
 

Battery Chargers ENERGY STAR Program Requirements Product Specification 
for Battery Chargers  
 

Computers ENERGY STAR Program Requirements Product Specification 
for Computers 
 

Computer Servers  ENERGY STAR Program Requirements Product Specification 
for Computer Servers 
 

Displays  ENERGY STAR Program Requirements Product Specification 
for Displays 
 

Imaging Equipment  ENERGY STAR Program Requirements Product Specification 
for Imaging Equipment 
 

Set-top Boxes ENERGY STAR Program Requirements Product Specification 
for Set-top Boxes 
 

Telephony ENERGY STAR Program Requirements Product Specification 
for Telephony 
 

Water Coolers ENERGY STAR Program Requirements Product Specification 
for Water Coolers 
 

Energy Efficiency CEA-2037; CEA Procedure for DAM Testing; 
EN 50563; EN 50564 
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1400 Northbrook Parkway, Suite 340, 
Suwanee, GA 30024 

 
Test Technology: Test Method(s)2: 

 
Product Safety  
I.T., Office, and Audio/Video 
Equipment 
(Excluding Ionizing and Laser 
Radiation, Cathode Ray Tube tests, 
Proof tracking (CTI) test) 

 

IEC 62087; IEC/EN/CSA/UL 60065; UL 813; UL 1411; 
UL 1419; UL 1492; CAN/CSA C22.2 No. 203; ISO/IEC 10561; 
ANSI/CAN/UL 2524; IEC 60950-1; EN 60950-1; UL 60950-1; 
CAN/CSA C22.2 No. 60950-1; IEC 60950-21; EN 60950-21; 
UL 60950-21; CAN/CSA C22.2 No. 60950-21; IEC 60950-22; 
EN 60950-22; UL 60950-22; CAN/CSA C22.2 No. 60950-22; 
UL 1286; EN IEC 62368-1; IEC 62368-1; UL 62368-1; 
CAN/CSA C22.2 No. 62368-1; UL 22 
 

Cables and Cords CSA C22.2 No. 18.3; CSA C22.2 No. 21;  
CAN/CSA C22.2 No. 49 
 

Household and Similar Equipment  
(Excluding oxygen bomb test, 
Ionizing and Laser Radiation, 
Coated PWBs, Toxicity, Proof 
tracking (CTI) test) 

 

IEC 60335-1; EN 60335-1; UL 60335-1;  
CAN/CSA C22.2 No. 60335-1; CAN/ULC S531; 
CAN/CSA-C22.2 No. 0.17; CSA C22.2 No. 0.15;  
CSA C22.2 No. 36; CSA C22.2 No. 61; CSA C22.2 No. 64;  
CSA C22.2 No. 68; CSA C22.2 No. 72; CSA C22.2 No. 101;  
CSA C22.2 No. 109; CSA C22.2 No. 110; CSA C22.2 No. 112; 
CAN/CSA-C22.2 No. 113; CSA C22.2 No. 81;  
CSA C22.2 No. 88; CSA C22.2 No. 107.3;  
CSA C22.2 No. 108; CSA C22.2 No. 130; UL 1090;  
CSA C22.2 No. 147; CSA C22.2 No. 150;  
CSA C22.2 No. 167; CSA C22.2 No. 169; CSA C22.2 No. 177; 
CSA C22.2 No. 182.1; CSA C22.2 No. 182.2; 
CSA C22.2 No. 182.3; CAN/CSA-C22.2 No. 182.4; 
CSA C22.2 No. 187; CAN/CSA C22.2 No. 189;  
CSA C22.2 No. 191; CSA C22.2 No. 195; CSA C22.2 No. 207; 
CSA C22.2 No. 218.1; CSA C22.2 No. 218.2; 
CSA C22.2 No. 223; CSA C22.2 No. 243; CSA C22.2 No. 247; 
CAN/CSA-C22.2 No. 60335-1; IEC/EN/UL 60335-2-40;  
CAN/CSA 60335-2-40; CAN/CSA-E60335-2-6;  
CSA E60335-2-7; CSA C22.2 No. 60335-2-8;  
CSA C22.2 No. 60335-2-9; CAN/CSA-E60335-2-12; 
CAN/CSA-E60335-2-13; CAN/CSA-E60335-2-14;  
CSA C22.2 No. 60335-2-15; CAN/CSA-C22.2 No. 60335-2-24; 
CSA C22.2 No. 60335-2-29; CAN/CSA-E60335-2-30; 
CAN/CSA-C22.2 No. 60335-2-45;  
ASME A112.19.7-2020/CSA B45.10; CSA C22.2 No. 46;  
CSA C22.2 No. 47; CSA C22.2 No. 63; CSA C22.2 No. 92;  
CSA C22.2 No. 104; CSA C22.2 No. 117; CSA C22.2 No. 120; 
CSA B140.12; CSA C22.2 No. 155; CANCSA-C22.2 No. 157;  
CSA C22.2 No. 164; CSA C22.2 No. 213; CSA C22.2 No. 236; 
CSA 6.19; CSA C380; CAN/CSA-E60335-2-3; 
CAN/CSA-E60335-2-43; CAN/CSA-C22.2 No. 60335-2-45; 
CANCSA-E60335-2-53; CSA C22.2 No. 60335-2-56;  
IEC/EN 60335-2-65; CSA C22.2 No. 60335-2-65;  
CAN/CSA-E730-2-1; CAN/CSA-E730-2-3; 
CAN/CSA-E60730-2-6; CAN/CSA-E60730-2-7  
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Test Technology: Test Method(s)2: 
 

Household and Similar Equipment  
 

CAN/CSA-E60730-2-9; CAN/CSA-E60730-2-10;  
CAN/CSA-E730-2-11; CAN/CSA-E730-2-12; CSA E60730-1;  
IEC E60730-1; CAN/CSA-E60335-2-82;  
CAN/CSA-E60730-2-4; CAN/CSA-E60730-2-9;  
CAN/CSA-E60730-2-10; CSA Z62.1; IEC 62301;  
IEC 60335-2-27; EN 60335-2-27;  
CSA C22.2 No. 60335-2-27; IEC 60335-2-6;  
EN 60335-2-6; IEC 60335-2-7; EN 60335-2-7; IEC 60335-2-8;  
EN 60335-2-8; IEC 60335-2-9; EN 60335-2-9; IEC 60335-2-12; 
EN 60335-2-12; IEC 60335-2-13; EN 60335-2-13;  
IEC 60335-2-14; EN 60335-2-14; IEC 60335-2-15;  
EN 60335-2-15; IEC 60335-2-24; EN 60335-2-24; 
IEC 60335-2-29; EN 60335-2-29; IEC 60335-2-30;  
EN 60335-2-30; IEC 60335-2-43; EN 60335-2-43;  
IEC 60335-2-45; EN 60335-2-45; IEC 60335-2-53;  
EN 60335-2-53; IEC 62281; EN 62281; IEC 62233; EN 62233; 
UL 73; UL 82; UL 94; UL 122; UL 130; UL 141; UL 174; 
UL 197; UL 201; UL 217; UL 231; UL 250; UL 399; UL 412; 
UL 427; UL 430; UL 471; UL 474; UL 482; UL 496; UL 498; 
UL 498A; UL 499; UL 506; UL 507; UL 508; UL 508A; 
UL 508C; UL 515; UL 541; UL 561; UL 563; UL 574; UL 588; 
UL 621; UL 698A; UL 749; UL 763; UL 791; UL 817; UL 826; 
UL 858; UL 858A; UL 859; UL 863; UL 867; UL 870; UL 875; 
UL 921; UL 923; UL 962; UL 979; UL 982; UL 987; UL 998; 
UL 1005; UL 1012; UL 1017; UL 1026; UL 1028; UL 1042; 
UL 1082; UL 1083; UL 1086; UL 1206; UL 1240; UL 1261; 
UL 1431; UL 1447; UL 1450; UL 1453; UL 1484; UL 1563; 
UL 1594; UL 1647; UL 1662; UL 1673; UL 1727; UL 1776; 
UL 1795; UL 1951; UL 1995; UL 2034; UL 2157; UL 2158;  
UL 2021; UL 60335-1UL 60335-2-24; UL 60335-2-34;  
UL 60730-1A; UL 60730-2-3; UL 60730-2-4; UL 60730-2-6;  
UL 60730-2-7; UL 60730-2-9; UL 60730-2-10A;  
UL 60730-2-11A; UL 60730-2-12A; UL 60730-2-13A;  
UL 60730-2-16A; IEC 60730-1; UL 60730-1;  
CSA C22.2 No. 60730-1; EN 60730-1 
 

Industrial Automation  CSA C22.2 No. 14; NFPA 79 
 

Installation Accessories and 
Connection Devices 
 

CSA C22.2 No. 0.4; CSA C22.2 No. 18.1;  
CSA C22.2 No. 18.2; CSA C22.2 No. 26;  
CSA C22.2 No. 27; CSA C22.2 No. 29;  
CSA C22.2 No. 41; CSA C22.2 No. 42;  
CSA C22.2 No. 42.1; CSA C22.2 No. 43;  
CSA C22.2 No. 94; CSA C22.2 No. 94.1;  
CSA C22.2 No. 94.2; CSA C22.2 No. 101; 
CSA C22.2 No. 144 
 

Luminaires 
 
 
 
 
 
 

CSA C22.2 No. 9.0; CSA C22.2 No.89; CSA C22.2 No. 12; 
CSA C22.2 No. 37; CSA C22.2 No. 141; CSA C22.2 No. 74; 
CSA C22.2 No. 166; CSA C22.2 No. 250.0;  
CSA C22.2 No. 250.7; ANSI/CAN/UL 8800;  
UL 8802 CSA C22.2 No. 250.13; CSA C22.2 No. 255;  
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Test Technology: Test Method(s)2: 
 

Luminaires 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CSA C22.2 No. 250.1; CSA C22.2 No. 256;  
CSA C22.2 No. 1993; CAN/CSA C239; CAN/CSA E598-2-9; 
IEC 60598-1; EN 60598-1; UL 60598-1;  
CSA C22.2 No. 60598-1; IEC 60598-2-9; EN 60598-2-9;  
UL 60598-2-9; CSA C22.2 No. 60598-2-9; IEC 60598-2-2;  
EN 60598-2-2; UL 60598-2-2; CSA C22.2 No. 60598-2-2; 
IEC 60598-2-4; CSA C22.2 No. 250.4; 
UL 153; UL 234; UL 676; UL 773; UL 773A; UL 924;  
UL 935; UL 1029; UL 1088; UL 1149; UL 1230; UL 1573;  
UL 1574; UL 1598; UL 1598A; UL 1598C; UL 1786;  
UL 1838; UL 1993; UL 1994; UL 2108; UL 2388; UL 8750; 
NEMA 77-2017;  
JA8-1 Compliance Qualification Requirements for High 
Efficacy Light Sources (Clause 8.3.7 Tests for Minimum 
Dimming Level, Flicker, and Audible Noise and JA8-1 Clause 
JA8.4.6 Dimming, Reduced Flicker Operation, and Audible 
Noise);  
JA10-1 Test Method for Measuring Flicker of Lighting 
Systems and Reporting Requirements; 
IES LM-79-08; IES LM-79-19; IES LM-80-20; IES LM-82-12; 
IES LM-82-20 
 

Measurement, Control, and 
Laboratory Equipment 
(Excluding Ionizing and Laser 
Radiation, Concentration of 
flammable vapors, Cathode Ray 
Tube tests, Proof tracking (CTI) test, 
Insulated winding wires test, Power 
line cross test, Accessibility test for 
media destruction device, Test for 
high pressure lamps, Vicat 
softening, Ultrasonic pressure) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ISA 61010-1; IEC 61010-1; EN 61010-1; UL 61010-1;  
CAN/CSA-C22.2 No. 61010-1; IEC 61010-031; EN 61010-031;  
UL 61010-031; CAN/CSA-C22.2 No. 61010-031;  
IEC 61010-2-010; EN 61010-2-010; UL 61010-2-010;  
CSA C22.2 No. 61010-2-010; IEC 61010-2-011;  
CSA C22.2 No. 61010-2-011; EN 61010-2-011;  
UL 61010-2-011; IEC 61010-2-020; EN 61010-2-020;  
UL 61010-2-020; CAN/CSA-C22.2 No. 61010-2-020;  
IEC 61010-2-030; EN 61010-2-030; UL 61010-2-030;  
CSA C22.2 No. 61010-2-030; IEC 61010-2-040;  
EN 61010-2-040; UL 61010-2-040;  
CSA C22.2 No. 61010-2-040; IEC 61010-2-051;  
EN 61010-2-051; UL 61010-2-051;  
CSA C22.2 No. 61010-2-051; IEC 61010-2-061;  
EN 61010-2-061; UL 61010-2-061;  
CSA C22.2 No. 61010-2-061; IEC 61010-2-081;  
EN 61010-2-081; UL 61010-2-081;  
CSA C22.2 No. 61010-2-081; IEC 61010-2-091;  
EN 61010-2-091; UL 61010-2-091;  
CSA C22.2 No. 61010-2-091; IEC 61010-2-101;  
EN 61010-2-101; UL 61010-2-101;  
CSA C22.2 No. 61010-2-101; IEC 61010-2-201;  
EN 61010-2-201; UL 61010-2-201;  
CSA CAN/CSA-C22.2 No. 61010-2-201;  
CSA C22.2 No. 107.1;  
CSA C22.2 No. 274 (Excluding 6.6; 6.7; 6.8 and 6.14); 
IEC/EN/UL/CSA C22.2 No. 61800-5-1 (Excluding 5.2.2.4; 
5.2.5.1) 
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Test Technology: Test Method(s)2: 
 

Miscellaneous 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAN/CSA C22.2 No. 10; CSA C22.2 No. 128;  
CSA C22.2 No. 77:14; CSA C22.2 No. 100;  
CSA C22.2 No. 115; CSA C22.2 No. 147;  
CSA C22.2 No. 152; CSA C22.2 No. 173; CSA C22.2 No. 205; 
CSA C22.2 No. 290; 
EPRI generalized internal power supply efficiency test protocol  
(also applies to imaging equipment and computer servers); 
EPRI test method for calculating the energy efficiency of  
single-voltage external AC-DC and AC-AC power supplies  
(also applies to telephony, televisions, computers, displays, 
and imaging equipment);  
UL 1; UN 38.3; UL 50E; UL 150; UL 291; UL 294; UL 325; 
UL 347; UL 355; UL 414; UL 452; UL 458; UL 466; UL 469; 
UL 467; UL 514A; UL 514B; UL 514C; UL 514D; UL 542;  
UL 551; UL 705; UL 746A; UL 746B; UL 746C; UL 746E;  
UL 751; UL 756; UL 775; UL 778; UL 796; UL 857; UL 879; 
UL 887; UL 916; UL 917; UL 943; UL 943B; UL 961;  
UL 1004-1; UL 1004-3; UL 1081; UL 1248; UL 1310;  
UL 1363; UL 1436; UL 1437; UL 1559; UL 1561; UL 1562; 
UL 1640; UL 1681; UL 1741; UL 1778; UL 1863; UL 1971; 
UL 2017; UL 2161; UL 2200; UL 2202; UL 2227; UL 2305;   
VESA IDMS Standard 
 

Machinery  IEC/EN 60204; ISO 12100-1; ISO 12100-2 
 

Low Voltage, High Power  
Switching Equipment  

CSA C22.2 No. 4; CSA C22.2 No. 5; CSA C22.2 No. 55 
 
 

Installation Protective Equipment  CSA C22.2 No. 56 
 

Safety Transformers and Similar 
Equipment  
 

CAN/CSA C22.2 No. 66.1; C22.2 No. 66.2; C22.2 No. 66.3; 
UL 5085-1; UL 5085-2; UL 5085-3 
 

Industrial Portable Tools/Equipment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IEC 62841-1; CAN/CSA C22.2 62841-1; UL 583;  
ISO 5395-1; ISO 5395-2; ANSI/OPEI B71.4; ISO 5395-3;  
CAN/CSA C22.2 No. 71.2; CSA C22.2 No. 60;  
CAN/CSA 22.2 No. 60745-1; CAN/CSA 22.2 No. 60745-2-1; 
CAN/CSA 22.2 No. 60745-2-2; CAN/CSA 22.2 No. 60745-2-3; 
CAN/CSA 22.2 No. 60745-2-4; CAN/CSA 22.2 No. 60745-2-5; 
CAN/CSA 22.2 No. 60745-2-6; CAN/CSA 22.2 No. 60745-2-8; 
CAN/CSA 22.2 No. 60745-2-9; CAN/CSA 22.2 No. 60745-2-11; 
CSA 22.2 No. 60745-2-12; CAN/CSA 22.2 No. 60745-2-14; 
CSA 22.2 No. 60745-2-17; CSA 22.2 No. 60745-2-18; 
CAN/CSA 22.2 No. 60745-2-20;  
CAN/CSA 22.2 No. 60745-2-21; CAN/CSA 22.2 No. 745-2-30; 
CAN/CSA 22.2 No. 745-2-31; CAN/CSA 22.2 No. 745-2-32; 
CAN/CSA 22.2 No. 745-2-36; CSA 22.2 No. 745-4-36;  
CSA 22.2 No. 60335-2-59; CSA C22.2 No. 60745-2-19; 
CAN/CSA C22.2 No. 60745-2-30;  
CAN/CSA C22.2 No. 60745-2-31; 
CAN/CSA C22.2 No. 60745-2-32;  
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Test Technology: Test Method(s)2: 
 

Industrial Portable Tools/Equipment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAN/CSA C22.2 No. 60745-2-36; UL 60745-1; 
CAN/CSA C22.2 No. 60745-1; UL 60745-2-1;  
CAN/CSA C22.2 No. 60745-2-1; UL 60745-2-2; 
CAN/CSA C22.2 No. 60745-2-2; UL 60745-2-3; 
CAN/CSA C22.2 No. 60745-2-3; UL 60745-2-4; 
CAN/CSA C22.2 No. 60745-2-4; UL 60745-2-6; 
CAN/CSA C22.2 No. 60745-2-6; UL 60745-2-8; 
CAN/CSA C22.2 No. 60745-2-8; UL 60745-2-9; 
CAN/CSA C22.2 No. 60745-2-9; UL 60745-2-11; 
CAN/CSA C22.2 No. 60745-2-11; UL 60745-2-12; 
CAN/CSA C22.2 No. 60745-2-12; UL 60745-2-14; 
CAN/CSA C22.2 No. 60745-2-14; UL 60745-2-17; 
CAN/CSA C22.2 No. 60745-2-17; UL 60745-2-18; 
CAN/CSA C22.2 No. 60745-2-18; UL 60745-2-20; 
CAN/CSA C22.2 No. 60745-2-20; UL 60745-2-21; 
CAN/CSA C22.2 No. 60745-2-21; UL 62841-1; 
CAN/CSA C22.2 No. 62841-1; UL 62841-2-2; 
CAN/CSA C22.2 No. 62841-2-2; UL 62841-2-3; 
CAN/CSA C22.2 No. 62841-2-3; UL 62841-2-4; 
CAN/CSA C22.2 No. 62841-2-4; UL 62841-2-5; 
CAN/CSA C22.2 No. 62841-2-5; UL 62841-2-9; 
CAN/CSA C22.2 No. 62841-2-9; UL 62841-2-14; 
CSA C22.2 No. 62841-2-14; UL 48; UL 50; UL 62; UL 65;  
UL 69; UL 745-2-31; UL 745-2-32;  
UL 60745-2-5; UL 60745-2-15 

 
On the following products or types of products: 
Appliances, Industrial, Scientific, Medical (ISM), Laboratory and Measurement Equipment, Lighting 
Equipment, Information Technology Equipment (ITE), Telecommunications, Unintentional and 
Intentional Radiators.  
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Testing Activities Performed in Support of FCC Certification in Accordance with 47 Code of Federal 
Regulations and FCC KDB 974614, Appendix A, Table A.1: 
Rule Subpart/Technology 
 

Test Method Maximum 
Frequency 
(MHz) 

Unintentional Radiators   
Part 15B ANSI C63.4:2014  

 
40000  

Industrial, Scientific, and Medical 
Equipment 

  

Part 18 
 

FCC MP-5 (February 1986) 40000  

Intentional Radiators   
Part 15C 
 

ANSI C63.10:2020 40000  

Unlicensed Personal Communication 
Systems Devices 

  

Part 15D 
 

ANSI C63.17:2020 40000  

U-NII without DFS Intentional Radiators   
Part 15E 

 
ANSI C63.10:2020 40000  

U-NII with DFS Intentional Radiators   
Part 15E 

 
FCC KDB 905462 D02 (v02), April 
8, 2016 

40000  

UWB Intentional Radiators    
Part 15F 
 

ANSI C63.10:2020 40000 

BPL Intentional Radiators   
Part 15G 
 

ANSI C63.10:2020 40000  

Commercial Mobile Services  
(FCC Licensed Radio Service Equipment) 

  

Parts 22 (cellular), 24, 25 (below 3 GHz), 
and 27 
 

ANSI/TIA-603-E;  
ANSI C63.26:2015 

40000  

General Mobile Radio Services  
(FCC Licensed Radio Service Equipment) 

  

Parts 22 (non-cellular), 90 (below 3 GHz), 
95 (below 3 GHz), 97 (below 3 GHz), and 
101 (below 3 GHz) 
 

ANSI/TIA-603-E;  
ANSI C63.26:2015 

40000  

Citizens Broadband Radio Services  
(FCC Licensed Radio Service Equipment) 

  

Part 96 ANSI/TIA-603-E;  
ANSI C63.26:2015 
 

40000  

Microwave and Millimeter Bands Radio 
Services 

  

Parts 25, 30, 74, 90 (above 3 GHz), 95 
(above 3 GHz), 97 (above 3 GHz), and 101 
 

ANSI/TIA-603-E;  
ANSI C63.26:2015 
 
 
 
 
 

40000  
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Testing Activities Performed in Support of FCC Certification in Accordance with 47 Code of Federal 
Regulations and FCC KDB 974614, Appendix A, Table A.1: 
Rule Subpart/Technology 
 

Test Method Maximum 
Frequency 
(MHz) 

Broadcast Radio Services   
Parts 73 and 74 (below 3 GHz) 
 
 

ANSI/TIA-603-E;  
ANSI C63.26:2015 

40000  

RF Exposure   
Devices Subject to SAR Requirements 
 

IEEE Std 1528:2013 6000 
 

Signal Boosters   
Part 20 (Wideband Consumer Signal 
Boosters, Provider-specific Signal Boosters, 
and Industrial Signal Boosters),  
Section 90.219 
 

ANSI C63.26:2015 40000  

Note: Accreditation does not imply acceptance to the FCC equipment authorization program. Please see the 
FCC website (https://apps.fcc.gov/oetcf/eas/) for a listing of FCC approved laboratories. 

 
1A2LA provides accreditation to the U.S. EPA’s Conditions and Criteria for Recognition of Laboratories for 
the ENERGY STAR Program by verifying an organization’s compliance to A2LA document  
R222 - Specific Requirements - EPA ENERGY STAR Accreditation Program and to the related test methods 
listed above. 
 
Accreditation by A2LA does not infer Recognition by the EPA for ENERGY STAR testing. Please verify this 
organization’s recognition status by using the EPA’s searchable database, located at 
http://www.energystar.gov/index.cfm?fuseaction=recognized_bodies_list.show_RCB_search_form   
 
2The laboratory is only accredited for testing activities outlined within the test methods listed above.  Reference 
to any other activity within these standards, such as risk management or risk assessment, does not fall within 
the laboratory’s accredited capabilities. 
 
3TR 60601-4-2 is used in support of Medical Device testing and should not be considered its own test 
methods 
 
 
 
 
 
 
 
 
  

http://www.energystar.gov/ia/partners/downloads/mou/Criteria_Laboratories.pdf
http://www.energystar.gov/ia/partners/downloads/mou/Criteria_Laboratories.pdf
http://www.a2la.org/requirements/R222.pdf
http://www.energystar.gov/index.cfm?fuseaction=recognized_bodies_list.show_RCB_search_form


 

For the tests to which this accreditation applies, please refer to the laboratory’s Electrical Scope of Accreditation. 
 

 

   
 
 
 
 
 

  

 

Accredited Laboratory 
 

A2LA has accredited 

SGS NORTH AMERICA, INC. 
Suwanee, GA   

for technical competence in the field of 

Electrical Testing 
  

This laboratory is accredited in accordance with the recognized International Standard ISO/IEC 17025:2017  
General requirements for the competence of testing and calibration laboratories.  This laboratory also meets the  
A2LA R222 - Specific Requirements - EPA ENERGY STAR Accreditation Program.  This accreditation demonstrates 

technical competence for a defined scope and the operation of a laboratory quality management system  
(refer to joint ISO-ILAC-IAF Communiqué dated April 2017). 

 
 

    Presented this 4th day of March 2026. 
  
 
                        _______________________ 
    Mr. Trace McInturff, Vice President, Accreditation Services 
    For the Accreditation Council 
    Certificate Number 3212.01   
    Valid to December 31, 2027 
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